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Notes:

allow.

initial warning si

occurring.

PO

RURAL HIGHWAY

1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions

2. Centerline cones are optional and may be eliminated
where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

3. State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. If used,
State Law sign to be placed 1000 FT. in advance of

gn.

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD
AHEAD" Sign (W20-4) shall be removed, covered or furned
away from road users when flagging operations are not 120 ET.

(3 Skip Lines)

W20-7a
36x36 in.

W20-4
36x36 in.

the work area.
W20-1
36x36in.
Flag tree )
ey Work area
NYSDOT
WORK ZONE TRAFFIC CONTROL

FE

SHORT-TERM STATIONARY
OPERATION INVOLVING

DAYTIME

LANE CLOSURE WITH FLAGGERS

ON
RURAL

TWO-LANE CONVENTIONAL HIGHWAY

BRUARY 2009 TAST-C1R

500 FT.

5. Should the traffic queue up pricr to the advance warning
signs the "BE PREPARED TO STOP" sign can be added to
the sign series at the location shown or the entire advance 50 294 1
warning sign series shall be moved to a location prior fo }
the queued fraffic.

W3-4
36x36 in.

This sign shall be located
G202 a Maximum distance of
36x18 in. 500 (12 Skip Lines) past

S500FT.

(13 Skip Lines)

(Optional)
See Note 5

(13 Skip Lines) | T

250 FT.(Min.)—>(@®

from Flagger

(5-7 Skip Lines)

Y
-y

el

B

— R [ O e — m— — — — — — — — —

R W pT W g e — —

Wog K opr ow e

(e — g

- g

-

,:—/_ 500 FT. (13 Skip Lines)

: (Optional)
See Note 5

;\hmo FT. (13 Skip Lines)

h

500 FT.
(13 Skip Lines)

100 FT. Max.
2.5 Skip Lines)

y Cone spacing not
Y to exceed 40 FT.
(1 Skip Line)

C 100 FT. Max.
(2.5 Skip Lines)
A

120 FT.
(3 Skip Lines)

iy

(@)<—250 FT. (Min.)

from Flagger

. 4

500 FT.
== | (13 Skip Lines)

500 FT.
(13 Skip Lines)

NOT TO SCALE
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RURAL HIGHWAY TAST-C2R

Notes: 'l' T

1. Barrier vehicles are not required for flagging operations. |
A buffer space may be provided where traffic conditions allow. [
2. Centerline cones are optional and may be eliminated where space |

constraints exist. If cones are used, place them 100 FT. (Min.) 500 FT.
from flagger. (13 Skip Lines) |

3. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated ROAD
work duration is less than 4 hours. If used, State Law sign to be 50? FT WORK
placed 1000 FT. in advance of initial warning sign. ! (13 Skip Lines) Si;1Hs$1§ﬁ)be

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD" 500 FT.
Sign (W20-4) shall be removed, covered or tumed away from (13 Skip Linesi
road users when flagging operations are not occurring.

5. Should the traffic queue up prior to the advance warning
signs the “BE PREPARED TO STOP" sign can
be added to the sign series at the location
shown or the entire advance warning sign
series shall be moved fo a location prior fo
the queued traffic.

(Optional) located 500 FT.

See Note 5 in advance of
intersection

I

1

| l

I I 500 FT.

| (13 Skip Lines) .
q

W3-4
36x36 in. g%:;?( 250 FT.
AHEAD - a)  From Flagger
Sign shall be r 2
W20-7a located 500 FT.
, 120 FT.
: in advance of i
36x36 in. intersection (3 Skip Lines)
200-300 FT.
g‘éiﬂggm (5-7 Skip Lines
is si 100 FT. Max.
This sign shall be located - i
G20-2 3 Maximum distance of y (2.5 Skip Lines)

36x18 in. 5pgr {12 Skip Lines) past

2 4L 224

the work area.
W20-1
36x36in. ;100 FT. Max.
y (2.5 Skip Lines)
:’C K120 FT.
Flag t
agiree Y (3 Skip Lines)
500 FT. —
Work area (13 Skip Lines) 250 FT. From Flagger
NYSDOT * : h

WORK ZONE TRAFFIC CONTROL

Sk 500 FT.

Optional - -
SHORT-TERM STATIONARY S{eg Note }5 (13 Skip Lines)
OPERATION INVOLVING §‘ v
DAYTIME - X

LANE CLOSURE PRIOR TO AN 500 FT
INTERSECTION WngNFLAGGER CONTROL (13 Skip Lines)
RURAL I

TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C2R NOT TO SCALE
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RURAL HIGHWAY

Notes:

1. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where fraffic condifions
allow.

2. Centerline cones are opfional and may be eliminated
where space constraints exist. If cones are used, place

them 100 FT. (Min.) From flagﬁer.
3. State Law signs (NYR3-11 or NYR9-12) are optional

if the anticipated work durafion is less than 4 hours. If
used, State Law sign to be placed 1000 FT. in advance
of initial waming sign.

4. "BE PREPARED TO STOP" Sign (W3-4) and “ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered
or turned away from road users when flagging operations
are not occuring.

500 FT.
(13 Skip Lines)

500 FT.
(13 Skip Lines)

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME
LANE CLOSURE WITH TWO
AUTOMATED FLAGGER DEVICES
(STOP/SLOW PANELS)

ON

RURAL
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C3R

120 FT.
& E (3 Skip Lines)
200-300FT.
warr | [ co (57 Skip Lines)
ON ON
W20-4
36x36 in.
6202 This sign shall be located a Maximum
- 36 1-8' distance of 500' (12 Skip Lines) past
X181 the work area.
W20-1 W34
36x36 in. 36x36 in.
[
Automated Flagger 500FT.
Device with Stop/Slow (13 Skip Lines)
Panels and Signs
gy Work Area
A
NYSDOT

y

S00FT.
(13 Skip Lines)

100 FT. Max.
2.5 Skip Lines)

Cone spacing not
fo exceed 40 FT.
(1 Skip Line)

100 FT. Max.
(2.5 Skip Lines)

500 FT.
(13 Skip lines)

4

500 FT.
(13 Skip Lines)

NOT TO SCALE
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RURAL HIGHWAY - TAST-C4AR

Notes:

1. Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period. N - -

2. The barrier vehicle shall be an unoccupied large dump truck, T
with the parking brake set and with the front wheels turned =5
away from the employees in the work area. S=

3. There shall be no workers. equipment. or other vehicles in the B E
buffer space or the roll ahead distance. |3 .

4. Any buffer distance provided in advance of the barrier vehicle )P Cone spacing not
seft-up will add to the safety of the work area. The buffer space is = to exceed 40 FT.
from the end of the lane taper to the beginning of the work area.

5. State Law signs (NYRS-11 or NYRS9-12) are optional if the ,
anticipated work duration is less than 4 hours. If used, State 100 FT. Min.

Law sign to be placed 300-500 FT. In advance of initial 3 (2.5 Skip Lines)
warning sign. )
Spotter
Recommended
Speed Roll Ahead
Limit Buffer Space 3
(Mph) pa Distance _
30 | 200° (5 Skip Lines) |40’ (1 Skip Line) - E ¢ Barmer Vehide Setuo!
; A ; A 2 E arier Vehicle Set-upis
35 | 250’ (~6 Skip Lines) |40’ (1Skip Line) 3 3 B " sed: Barier Vehicle is
40 | 305 (~8 SkipLines) | 40" (1 Skip Line) = F Required and TMIA
45 | 360° (9 Skip Lines) |80 (2 Skip Lines) 3 5 Recommended.
50 | 425 (~11 Skip Lines) | 80" (2 Skip Lines) § gli
55 | 495 (~13 Skip Lines) | 80’ (2 Skip Lines) a2
& 2
s 8
This sign shall be located a Maximum @
- G202 distance of 500' (12 Skip Lines) past See Note 4
*19 M- the work area.
L

-
Y

W20-1 W21-5 2 200 FT.
36x36 in. 36x36 in. = (5 Skip Lines)
<=
Work Area
500 FT. (Min.)

Arrow Panel
_ (Caution Mode)
CEEER  Barier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

(1 Reference Marker)

SHORT-TERM STATIONARY
OPERATION INVOLVING

SHOULDER CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)
ON

RURAL
TWO-LANE CONVENTIONAL HIGHWAY

500 FT. (Min.}
(1 Reference Marker)

FEBRUARY 2009 TAST-C4R

NOT TO SCALE

IFB #23113



GROUP 31503 - BITUMINOUS CONCRETE HOT MIX ASPHALT VPP Page 6 of 29
(2018 NYSDOT Specific Projects)(Federal & State Funds)

RURAL HIGHWAY

Notes:

1. Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period.

2. The barrier vehicle shall be an unoccupied large dump truck,
with the parking brake set and with the front wheels turned
away from the employees in the work area.

3. There shall be no workers, equipment, or other vehicles in the
buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier vehicle
set-up will add to the safety of the work area. The buffer space

Cone spacing not
to exceed 40 FT.

500 FT. (Min.)
(1 Reference Marker)

" 100 FT, Max.

is from the end of the lane taper fo the beginning of the work area. (2.5 Skip lines)
5. State Law signs (NYR9-11 or NYR9-12) are optional if the Y _ v
anticipated work duration is less than 4 hours. If used, State 8 s
Law signto be placed 300-500 FT. In advance of initial warning sign. -T polter
Recommended
Taper
speed | Byffer Lengths s‘w Roll If Barrier Vehicle set-up is used:
Limit | space based on based on | Ahead Barrier Vehicle and TMIA
(Mph) Lane Shift 46’ Shift | Distance are Required if speeds are
10| 11" | 12 45 mph or greater. Barrier

ehicle is Required and

y
=
— £
2 3
8 ¢
30 | 2000 | 150° | 165 | 180 | 20°-30° 40 3 5
w = TMIA is Recommended if
35 | 2500 | 205 | 225 |245' | 25'-40° 4 Bglﬁ speeds are less than 45 mph.
0 | 305 |270 | 300|320 | 550 | 40 | & 2
& | 360 450 o5 [5a0 | 0o | s | 2 ﬁ A
2 &
50 | 425 | 500 | 550°| 600’ [ 70-100" | 80’ 8 SeeNote 4
55 | 495 | 550 605|660 | 751100 | 80’ : -
See Table
- W1-6L for Lane Taper
48x24 in. (L)

This sign shall be located a Maximum

[ROABRORE 5202, distance of 500' (12 Skip Lies) past or [

the work area. r
" See Table for
W4-2R NYW8-33 Shoulder Taper
36x36 in. 48x24 in. ¥ (L/3)
500 FT. (Min.
W20-1 W20-5R (1 Referenotie Magker}
36x36in. 36x36 in.

(Caution Mode)
Barrier Vehicle |- Work A
CEER  vihTvia ) Wakha

NYSDOT
WORK ZONE TRAFFIC CONTROL

] Arrow Panel o Yo |~

500 FT. (Min.)
(1 Reference Marker)

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON

RURAL
MULTI-LANE CONVENTIONAL HIGHWAY

500 FT. (Min.)
(1 Reference Marker)

FEBRUARY 2009 TAST-C5R NOT TO SCALE

IFB #23113



GROUP 31503 - BITUMINOUS CONCRETE HOT MIX ASPHALT VPP Page 7 of 29
(2018 NYSDOT Specific Projects)(Federal & State Funds)

RURAL HIGHWAY

1

[rortor

—

Notes:
1. Short-term stationary is daytime work that occupies ~ See Note 2
alocation for more than 1 hour within a single

o T3 5kip |
i Lines)

L 500FT. [  S00FT. |

daylight peried. o
2. In urban conditions, advance warmning sign spacing a7 Cone spacing not
may be reduced toa 100 FT. (Min.) in order to ac g to exceed 40 FT.
accommodate side streets and driveways. D (1 Skip Line)
3. The Barrier Vehicle shall be an unoccupied large dump L Y
truck, with the parking brake set and with the front wheels ' 200 ET.
turned away from the employees in the work area. (Optional) Skio Li .
4. There shall be no workers, equipment, or other vehicles (7 Skip Lines)
in the buffer space or the roll ahead distance. J . .4
5. Any buffer distance provided in advance of the barrier A I
vehicle will add to the safety of the work area. The buffer
space is is from the end of the lane taper to the beginning =
oftheworkarea - | Barrier Vehicle
6. If using BOTH a Barrier vehicle and a Buffer Space, P o - and TMIA Required
first place the Barrier Vehicle at the required roll-ahead & . if Buffer Space
distance from the work area, and then provide as much @ @ cannot be obtained.
Buffer Space as practicable. gg I
7. State Law signs (NYR9-11 or NYRS-12) are optional if the w % _
the anticipated work duration is less that 4 hours. If used, = A Roll Ahead
State Law sign is to be placed 300 FT. In advance of the @ Distance
initial warning sign. 80 FT.
¥ | + (2Skip Lines)
Speed Limit i -
{m} Buffer SNH ¢
360’ (9 Skip Lines w Spotters
45 (9 Skip Lines) ! Recommended
50 425’ (~11 Skip Lines)
o 1 -
55 495’ (~13 Skip Lines) X I X Roll Ahead
—_ Distance
This sign shall be located %; - 80 FT.
- G20-2 & Maximum distance of [ I (2 Skip Lines)
36x18 in. 500’ (12 Skip Lines) past b -
the work area. g _g.ce | rs?l'"h:leI; \;::er:i]cllamd
= = al ul
w20-1 W20-5 Cg it Bufler Space
36x36 in. 36x36 in. i cannot be obtained.
oo
_II‘

[ workavea n Eingﬂin. "

Iy

071

_ Arrow Panel (Caution Mode) (7 Skip Lines)

(Optional) v

CESER Barrier Vehicle with TMIA & 500FT

(~13 Skip Lines)
NYSDOT See Note 2
WORK ZONE TRAFFIC CONTROL
SHORT-TERM STATIONARY

OPERATION INVOLVING
TWO-WAY LEFT TURN LANE CLOSURE
ON

RURAL
CONVENTIONAL HIGHWAY

500 FT.
(~13 Skip Lines)

Y

FEBRUARY 2009 TAST-C7R NOT TO SCALE

IFB #23113
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

200FT.

Notes: (5 Skip Lines)

1. In urban conditions, advance warning sign spacings may  See Note 1
be reduced o a 100 FT. (Min.) in order to accommodate side
streets and driveways.

2. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions
allow. 200 FT.

3. Centerline cones are optional and may be eliminated (5 Skip Lines)
where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

4. State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. If used,
State Law sign to be placed 1000 FT. in advance of 100 FT. (Min.) _/—'.
inifial waming sign. From Flagger

5. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD
AHEAD" Sign (W20-4) shall be removed, covered or 80 FT.
furned away from road users when flagging operations (2 Skip Lines)
are not occurring.

6. Should the traffic queue up pricr to the advance waming 200-300 ET.
signs the “BE PREPARED TO STOP" sign can be added to (5-7 Skip Lines)
the sign series at the locafion shown or the entire advance
warning sign series shall be moved to a locafion prior to
the queued traffic.

i

t_/—zno FT. (5 Skip Lines)

(Optional)
See Note 6

b

;_\\200 FT. (5 Skip Lines)
b

4
-

200 FT.
(5 Skip Lines)

— g F g e

i
Iv-r

- I 100 FT. Max.

2.5 Skip Lines)

W20-7a W3-4
36x3610n. 36x36in.

sy Cone spacing not
' to exceed 40 FT.
(1 Skip Line)

SR TR

W20-4
36x36in.

G20-2. a Maximum distance of
36x18in.  500'(12 Skip Lines) past

L ME W g =

W20-1

This sign shall be located k T 100 T Max.
| { (2.5 Skip Lines)
s BOFT.
the work area. 1 ! .&.: ¥ (2 Skip Lines)
36x36in 200 FT. ;
' (5 Skip Lines) . —100 FT. (Min.) From Flagger
Flag Tree % (Optional) o

See Note 6

Work Area
200 FT.

TWO-LANE CONVENTIONAL HIGHWAY

NYSDOT i (5 Skip Lines)
WORK ZONE TRAFFIC CONTROL |
1 r
SHORT-TERM STATIONARY -
QOPERATION INVOLVING l 200FT
DAYTIME I (5 Skip Lines)
LANE CLOSURE OH:ITH FLAGGERS | See Noto 1
LOW SPEED URBAN (30-40 mph) | L
|
|

-

FEBRUARY 2009  TAST-C1UL NOT TO SCALE

IFB #23113
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LOW SPEED URBAN HIGHWAY
(30-40 mph)
Notes:

1. In urban conditions, advance waming sign spacings may be reduced
to a 100 FT. (Min.} in order to accommodate side streets and driveways.
2. Barrier vehicles are not required for lagging operations. A buffer space

6. Should the fraffic gueue up prior to the advance
warmning signs the ‘BE PREPARED TO STOP” sign -
can be added to the sign series at the location
shown or the entire advance warning sign series shall ‘|
be moved to a location prior to

OPERATION INVOLVING
DAYTIME
LANE CLOSURE PRIOR TO AN

INTERSECTION WITH FLAGGER CONTROL
ON

LOW SPEED URBAN (30-40 mph)
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C2UL

't

[

may be provided where traffic conditions allow. 200 FT.
3. Centerline cones are optional and may be eliminated where space (5 Skip Lines)
constraints exist. If cones are used, place them 100 FT. (Min.) See Note 1 ROAD
from flagger. . . . 200 FT. WORK
4_State Law signs (NYRS-11 or NYR9-12) are optional if the anticipated y (5 Skip Lines) AHEAD
work duration is less than 4 hours. If used, State Law sign to be Sign shall be
placed 1000 FT.in advance of initial waming sign. 200 FT. (Optional) located 200 FT.
5. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD" (5 Skip Lines) I 'See Noie § in advance of
Sign (W20-4) shall be removed, covered or turned away from intersection
road users when flagging operations are not occurring. 200 FT.

(5 Skip Lines)

®

Y
3

the queued traffic. =
W3-4 b l
36x36 in. ROAD 100 FT.
,fm%ig al)  From Flagger -
Sign shall be >
W20-7a Imatsd 200 Ffl' 80 FT. 3 - ¥ 3
36x36n.  oreaston (2 Skip Lines)y _
200-300 FT.
W20-4 e
’ 36x36 in. (-7 Skip Lines ‘
This sign shall be located 100 FT. Max.
- G20-2 _a Maximum distance of 1[(2.5 Sklp LIrI'E!S}
36x181n. 500’ (12 Skip Lines) past
the work area.
W20-1 Note 2
36x361n. 7 K 100 FT. Max.
_ ¥ (2.5 Skip Lines)
‘-gf / 4 B0 FT.
Flag t
. agiee 200 FT. (O ! v (2 Skip Lines)
1 Work area (5Skip Lines) | \ote 100 FT. From Flagger
NYSDOT — I -
WORK ZONE TRAFFIC CONTROL o |
{Optional) = 20 F.T' .
X = (5 Skip Lines)
SHORT-TERM STATIONARY See Note B 5
=
-

200 FT. (5 Skip Lines)
See Note 1

LY

NOT TO SCALE

IFB #23113
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

l’l

Notes: y o .
1. In urban conditions, advance warning sign spacings

may be reduced to a 100 FT. (Min.} in order to
accommodate side streets and driveways.

2. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where fraffic conditions
allow.

3. Centerline cones are optional and may be eliminated
where space constraints exist. If cones are used, place

200 FT.
(5 Skip Lines)
See Note 1

200 FT.

S

FEBRUARY 2009  TAST-C3UL

|
I
I
|
I
I
|
them 100 FT. (Min.) From flagger. (5 Skip Lines) :
4, State Law signs (NYR9-11 or NYR9-12) are optional |
if the anticipated work duration is less than 4 hours. If used, |
State Law sign fo be placed 1000 FT. in advance of initial :
waming sign. I
5.“BE PREPARED TO STOP" Sign (W3-4) and “ONE LANE 1
ROAD AHEAD" Sign (W20-4) shall be removed, covered o 200 FT.
or turned away from road users when flagging operations ! (5 Skip Lines)
are not oceurring. BOET |
(2 Skip Lines) |
200-300 FT. |
war | [ co (57 Skip Lines) I X100 FT. Max.
ON ON : 2.5 Skip Lines)
STOP | | sLow |
= B :; _#F__,-ﬁ__.
V~~] Cone spacing not
W20-4 i 7 toexceed 40 FT.
36x36 in. 2l -",»;;»- (1 Skip Line)
1
5202 This sign shall be located a Maximum i =
- 26 1_8' distance of 500 (12 Skip Lines) past :
X180 the work area. ! ee Note 2
1
W20-1 Wa-4 - 100 FT. Max.
36x36 in. 36x36 in. I (2.5 Skip Lines)
| 80 FT.
Automated Flagger 200FT. - (2 Skip Lines)
Device with Stop/Slow (5 Skip Lines) J
Panels and Signs 1
Work Area i
° i
NYSDOT I
WORK ZONE TRAFFIC CONTROL
| 200FT.
SHORT-TERM STATIONARY - -~ (5 Skip fnes)
OPERATION INVOLVING I
DAYTIME oy
LANE CLOSURE WITH TWO |
AUTOMATED FLAGGER DEVICES | 200 ET.
(STOP/SLOW PANELS) o
on ' G0 Lhes
LOW SPEED URBAN (30-40 mph) |
TWO-LANE CONVENTIONAL HIGHWAY ll‘r =

NOT TO SCALE

IFB #23113




GROUP 31503 - BITUMINOUS CONCRETE HOT MIX ASPHALT VPP
(2018 NYSDOT Specific Projects)(Federal & State Funds)

Page 11 of 29

URBAN HIGHWAY

Work Area

Arrow Panel
_ {Caution Mode)
DESEB  Barier Vehicle with TMIA

NYSDOT

ON
URBAN

FEBRUARY 2009

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
SHOULDER CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)

TWO-LANE CONVENTIONAL HIGHWAY

TAST-C4U

Notes: -

1. Short-term stationary is daytime work that occupies a location o7, |-
for more than 1 hour within a single daylight period. S &

2. In urban conditions, advance warning sign spacing may be 5 g uE, A
reduced (100 FT. Min.) in order to accommodate side streets 3£ 7| &
and driveways. ) ol

3. The barier vehicle shall be an unoccupied large dump truck, & & rE g
with the parking brake set and with the front wheels turned £ o5|E
away from the employees in the work area. g ks s

4. There shall be no workers, equipment, or othervehiclesinthe &S| 3
buffer space or the roll ahead distance. z |s]

5. Any buffer distance provided in advance of the barrier vehicle S| |-£
set-up will add to the safety of the work area. The buffer space is
from the end of the lane taper to the beginning of the work area.

6. State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. if used, State 3
Law sign to be placed 300-500 FT. In advance of initial
warning sign.

e Roll Ahead
Limit Buffer Space E
(Mph) pa Distance
30 | 200° (5 Skip Lines) |40’ (1 Skip Line) .
=]
35 | 250° (~6 Skip Lines) |40’ (1Skip Line) = _E
40 | 305 (~8 SkipLines) |40’ (1 Skip Line) 8 g
45 | 360' (9 Skip Lines) |80’ (2 Skip Lines) 3 2
50 | 425 (~11 Skip Lines) | 80° (2 Skip Lines) § g'%
55 |495 (~13 Skip Lines)| 80 (2 Skip Lines) “? %
3 =
z &
620-2 This sign shall be located a Maximum &
- S 1_8' distance of 500' (12 Skip Lines) past
¥ the work area.
!
W20-1 W21-5
36x36 in. 36x36 in.

= [rosE o

Cone spacing not
to exceed 40 FT.

100 FT. Min.
(2.5 Skip Lines)

Spotter
Recommended

If Barrier Vehicle Set-up is

used: Barmier Vehicle is

Required and TMIA
Recommended.

See Note 4

200FT.
(5 Skip Lines)

< —% Low Speed Urban
(30-40 mph}:
200 FT. (5 Skip Lines)
High Speed Urban

(45-55 mph):
350 FT. (9 Skip Lines)

See Note 2 for
Sign Spacing
Options

Low Speed Urban
(3040 mph}):
200 FT. (5 Skip Lines)
High Speed Urban
(45-55 mph):
350 FT. (9 Skip Lines)

NOT TO SCALE

IFB #23113
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

Notes:
1. Short-term stationary is daytime work that occupies a location for more
than 1 hour within a single daylight period.
2. In urban conditions, advance warning sign spacing may be reducedto a
100 FT. (Min.) in order to accommodate side streets and driveways.
3. The Barrier Vehicle shall be an unoccupied large dump truck, with the

in the work area.
4. There shall be no workers, equipment, or other vehicles in the buffer
space or the roll ahead distance.

add to the safety of the work area. The buffer space is from the end of
the lane taper to the beginning of the work area.

6. State Law signs (NYR9-11 or NYRY-12) are optional if the anticipated
work duration is less that 4 hours. If used, State Law sign is to be
placed 300 FT. In advance of the initial waming sign.

s%dph;ml Buffer Space
30 200’ (5 Skip Lines)
35 250° (~7 Skip Lines)
40 305" (~8 Skip Lines)

This sign shall be located

G20-2 ~ aMaximum distance of
36x18in. 500’ (12 Skip Lines) past

the work area.
W20-1 W4-2R
36x36 in. 36x36 in.
NYW8-33 W20-5R
48x24 in. 36x36 in.
48x24 in.
Arrow Panel
_ (Caution Mode)
Barrier Vehicle
m with TMIA - Work Area

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

RIGHT LANE CLOSURE
(CURBED OR NO SHOULDER)
ON

LOW SPEED URBAN (30-40 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C5UL

parking brake set and with the front wheels turned away from the employees

5. Any buffer distance provided in advance of the barrier vehicle set-up will

-*

|
>

E
g 32
0
-
3 =

LA
—
283
2 o
? 5
g 3
@ £

X

:_i

320 FT.
(8 Skip Lines)

100 FT. Max.
2.5 Skip Lines)
g [
'y Spotter
. N Recommended
'y

Roll Ahead Distance

40FT.

(1 Skip Line)

If Barrier Vehicle
Set-up is used:
Barrier Vehicle

- is Required

and TMIA
Recommended
See Note 5

Cone spacing nat
toexceed 40 FT.
{1 Skip Line)

T - -
x

200 FT.
(5 Skip Lines)

H’

200FT.
(5 Skip Lines)

See Note 2 for
: Sign Spacing
Options

200 FT.
(5 Skip Lines)

_,J.’
NOT TO SCALE

F

=l
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

-+
Notes:

1. Short-term stationary is daytime work that occupies a location for mere than
1 hour within a single daylight period.

2. Inurban conditions, advance warning sign spacing may be reduced to a 100 FT.

(Min.) in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump truck with the parking
brake set and with the front wheels turned away from the employees in the
work area.

4. There shall be no workers, equipment, or other vehicles in the buffer space or
the roll ahead distance. y

F 9
5. Any buffer distance provided in advance of the barrier vehicle set-up =
will add to the safety of the work area. The buffer space is fromthe & 3
end of the lane taper to the beginning of the work area. é gg_r
6. State Law signs (NYR9-11 or NYR9-12) are optional if the s o
anticipated work duration is less that 4 hours. f used, State 55_5. o E
Law sign is to be placed 300 FT. In advance of the initial 2 Q| - | mr
warming sign. :% k<
S Limit a 2
pa(:‘dw) Buffer Space =
30 200° (5 Skip Lines) .. 4
35 250" (~7 Skip Lines) ) 'g
40 305’ (~B Skip Lines) g =
5
fe=]
G20-2 This sign shall be located a Maximum v
. distance of 500' (12 Skip Lines) past A
36x18 in.
the work area.
640 FT.
W20-5aR Wa-2L {16 Skip Lines
36x36 in. 36x36 in. .
W20-1 W4-2R
36x36 in. 36x36 in. (Optional)
- NYW8-33 W16L —
48x24 in. 48x24 in.
A WorkArea 320FT.
z (8 Skip Lines)
Amow Panel
(Caution Mode) y
Barrier Vehicle with TMIA
NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(CURBED OR NO SHOULDER)
ON
LOW SPEED URBAN (30-40 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C6UL

®0 &

-
F'y

200 FT. Max.
(5 Skip Lines)
F

Spotter
Recommended

ﬂ Cone spacing not

o exceed 40 FT.
ﬁf

{1 Skip Line)
Roll Ahead Distance
40 FT. {1 Skip Line)

- Veh #2 it Barier Vehicle
_ Set-up is used:
Barrier Vehicle #1
is Required and
I TMIA Recommended.
l See Note 5 Barrier Vehicle #2
Recommended and
TMIA s Recommended

320 FT.
(8 Skip Lines)

320 FT.
(8 Skip Lines)

=

{Optional)

o =

200 FT.

(5 Skip Lines)
¥
200 FT.

(5 Skip Lines)

4
r
200 FT.

(5 Skip Lines)

See Note 2
for spacing
option.

A

NOT TO SCALE
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

Motes:

1. Shert-term stationary is daytime work that occupies
a location for more than 1 hour within a single
daylight period.

2. Inurban conditions, advance waming sign spacing
may be reduced to a 100 FT. (Min.} in order to
accommodate side streets and driveways.

3.The Barrier Vehicle shall be an unoccupied large dump
truck, with the parking brake set and with the front wheels
turned away from the employees in the work area.

4. There shall be noworkers, equipment. or other vehicles
in the buffer space or the roll ahead distance.

5. Any buffer distance provided in advance of the barrier
vehicle will add to the safety of the work area. The buffer
space is is from the end of the lane taper to the beginning
of the work area.

B. If using BOTH a Barrier vehicle and a Buffer Space,
first place the Barrier Vehicle at the required roll-ahead
distance from the work area, and then provide as much
Buffer Space as practicable.

7. State Law signs (NYR9-11 or NYR9-12) are opticnal if
the anticipated work duration is less that 4 hours. If used,
State Law sign is to be placed 300 FT. In advance of the
initial warning sign.

SPe | Buffer Space
30 | 200° (5 Skip Lines)
35 | 250 (-7 Skip Lines)
40 | 305 (-8 Skip Lines)

“the work area.

W20-1 W20-5
36x36 in. 36x36 in.

R4-7

] Work Area 24x30in.

_ Arrow Panel (Caution Mode})
m Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
TWO-WAY LEFT TURN LANE CLOSURE
ON
LOW SPEED URBAN (30-40 mph)
CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C7UL

Gop-2  This sign shall be located a Maximum
- 36x18 in, distance of 500" (12 Skip Lines) past

g
i

Skip Lines)

See Note 2

Is

i

Skip Lines)

(5

(Optional)

Buffer Space (See Table)
See Notes 4,586

Buffer Space (See Table)
SeeNotes4, 586

(Optional)

-

IFB #23113

Cone spacing not
to exceed 40 FT.
(1 Skip Ling)

160FT.
(4 Skip Lines)

Barrier Vehicle
Required and TMIA
Recommended
if Buffer Space
cannot be obtained.

Roll Ahead
Distance
40FT.
(1 Skip Lines)

Barrier Vehicle
Required and TMIA
Recommended
if Buffer Space
cannot be obtained.

h
160 FT.
(4 Skip Lines)
A
L 200 FT.
(5 Skip Lines)
See Note 2

200 FT.
(5 Skip Lines)

NOT TO SCALE
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LOW SPEED URBAN HIGHWAY TAST-C8UL
Notes: (30-40 mph) --.- -.-- -

1. Short-term stationary is daytime work that occupies a location for

more than 1 hour within a single daylight period. 00 ET M
0 . . . - viax.

2. In urban conditions, advance warning sign spacing may be reduced (2.5 Skip Line)
(100 FT. Min.) in order to accommodate side streets and driveways. v

3. The barrier vehicle shall be an unoccupied large dump truck with "
the parking brake set and with the front wheels turned away from the Py Spotter
employees in the work area. Recommended

4. There shall be no workers, equipment, or other vehicles in the 1 i
buffer space or the roll ahead distance. .

5. Any buffer distance provided in advance of the barrier vehicle set-up ) Roll Ahead distance
will add fo the safety of the work area. The buffer spaceisfomthe B 40FT.
end of the lane taper to the beginning of the work area. T 3 (1 Skip Line)

6. State Law signs (NYRS-11 or NYR9-12) are optional if anticipated = % v I Barrier Vehicle
work duration is less than 4 hours. If used, State Law sign to be j}_‘ 3 set-up is used:
placed 300 FT in advance of initial warning sign. §g|£ _ Barrier Vehicle

7. Place “ROAD WORK AHEAD" signs on side road 100-200 FT. 2 2 is Required
In advance of inersection. P - and TMIAis

it = :; : Recommended.
(Mph) | Buffer Space "5
30 200’ (5 Skip Lines) See Note 5
35 250 (~7 Skip Lines) Cone spacing not
- — ¥ Y to exceed 40 FT.
40 305’ (~8 Skip Lines) F 30 FT." (1 Skip Line)

NYW8-33
36x18in.

k 30FT.] b
36x36 in. 48524 in. (2 Skip
Lines) ¥
W20-1 See Note 7 1 See Note 7
I6x36 i W20-5R
xeein. 36%36 in. 320 FT.
(8 Skip Lines)
« =

- G202 This sign shall be located a Maximum

36x18 in. distance of 500' (12 Skip Lines) past X

™

the work area. 200 FT
f, Work Area (5 Skip Lines)
_ Amrow Panel
(Caution Mode) - s
DESER Barrier Vehicle with TMIA
NYSDOT 200 FT.
WORK ZONE TRAFFIC CONTROL (5 Skip Lines)
SHORT-TERM STATIONARY - .

OPERATION INVOLVING
RIGHT LANE CLOSURE THRU INTERSECTION
(CURBED OR NO SHOULDER)

See Note 2
for spacing
options

200 FT.
ON (5 Skip Lines)
LOW SPEED URBAN (30-40 mph)

ONE-WAY CONVENTIONAL HIGHWAY -

k

FEBRUARY 2009 TAST-C8UL NOT TO SCALE

IFB #23113
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)

Notes:

1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions
allow.

. Centerline cones are optional and may be eliminated
where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

. State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. If used,
State Law sign to be placed 1000 FT. in advance of
initial warning sign.

. Flagger Symbol Sign (W20-7a) and "ONE LANE ROAD
AHEAD" Sign (W20-4) shall be removed, covered or furned
away from road users when flagging operations are not
occurring.

. Should the traffic queue up prior to the advance warning
signs the “BE PREPARED TO STOP" sign can be added to
the sign series at the location shown or the enfire advance 5 405 FT
warning sign series shall be moved to a location prior fo (5-7 Skip Line-s}
the queued fraffic.

350 FT.
(9 Skip Lines)

r

(¥%)

175 FT.(Min.}—»{8)

from Flagger

120 FT.
(3 Skip Lines)

— e g R —

W3-4

W20-7a 36x36 in.

36x36 in.

W20-4
36x36 in.

This sign shall be located
G20-2 3 Maximum distance of
36x18 in. 500' (12 Skip Lines) past
the work area.
W20-1
36x36in.

350 FT.
(9 Skip Lines)

Flag tree

Work area

(Optional)
See Note 5

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
CPERATION INVOLVING
DAYTIME

LANE CLOSURE WITH FLAGGERS
ON

HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

— — — — — — —— — . — — b B B e (g e B R D R R N G W W g e —

FEBRUARY 2009  TAST-C1UH

-

T/— 350 FT. (9 Skip Lines)

(Optional)
SeeNote 5

.r_\¥ 350 FT. (9 Skip Lines)
3

350 FT.
(9 Skip Lines)

100 FT. Max.
2.5 Skip Lines)

Cone spacing not
o exceed 40 FT.
{1 Skip Line)

- 100 FT. Max.
(2.5 Skip Lines)
b

120 FT.
(3 Skip Lines)

=Y

@<—175FT. (Min.)

from Flagger

@

350 FT.
(9 Skip Lines)

r
3

350 FT.
(9 Skip Lines)

r

IFB #23113

NOT TO SCALE
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(2018 NYSDOT Specific Projects)(Federal & State Funds)

HIGH SPEED URBAN HIGHWAY

Notes: (45-55 mph) '" | T

1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions allow. L

2. Centerline cones are optional and may be eliminated where space
constraints exist. I cones are used, place them 100 FT. (Min.) 350 FT.
from flagger. (9 Skip Lines)

3. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated ROAD
work duration is less than 4 hours. If used, State Law sign to be y 350 FT. WORK
placed 1000 FT. in advance of initial warning sign. ! (9 Skip Lines) Si&Hsﬂﬁ)be

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD" 350 FT.

Sign (W20-4) shall be removed, covered or tumed away from (9 Skip Lines) (Optional) located 350 FT.

See Note 5 in advance of

road users when flagging operations are not occurring. inters ection
5. Should the traffic queue up prior to the advance warning 350 FT.

signs the "BE PREPARED TO STOP" sign can (9 Skip Lines)

be added to the sign series at the location -

shown or the entire advance warning sign - i

series shall be moved to a location prior to
the gueued traffic.

Sl
=

W3-4 3 'l :
36x36 in. ROAD s ET

L ager S one

AHEAD al)  From Flagger

Sign shall be ,
W20-7a located 350 FT. - .
; i 120 FT. ]
Wi (3 Skp Lines}y K |
200-300 FT.

;E(Osgm (5-7 Skip Lines

. 100 FT. Max.

This sign shall be located
I5 sign shall be loca wi2.5 Skip Lines)

G20-2 5 Maximum distance of
I6x18in. goor {12 Skip Lines) past

ML TX

[ 1 S - (] T A

the work area.
W20-1
36x36n. 100 FT. Max.
y (2.5 Skip Lines)
'_QC K120 FT.
Flag ree o | O (3 Skip Lines)
"1 Work area (9 Skip Lines) | 175 FT. From Flagger
NYSDOT g v .
WORK ZONE TRAFFIC CONTROL LS o
(Optional) E:E‘L 9 Skio Li
SHORT-TERM STATIONARY See Note 5 ohs (8 Skip Lines)
OPERATION INVOLVING Blo
DAYTIME -
LANE CLOSURE PRIOR TO AN B 4
INTERSECTION WITH FLAGGER CONTROL (@ Skip Lines)

ON
HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

L Y

FEBRUARY 2009 TAST-C2UH NOT TO SCALE

IFB #23113
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Notes:

HIGH SPEED URBAN HIGHWAY
(45-55 mph)

1. In urban conditions, advance warning sign spacings
may be reduced toa 100 FT. (Min.) in order to
accommodate side streets and driveways.

2. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where traffic conditions
allow.

3. Centerline cones are optional and may be eliminated
where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

4. State Law signs (NYR9-11 or NYR9-12) are optional
if the anticipated work duration is less than 4 hours. If
used, State Law sign to be placed 1000 FT.in advance
of inifial waming sign.

5.'BE PREPARED TO STOP" Sign (W3-4) and “ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered
orturned away from road users when flagging operations

are not occurring. 120 FT.
& i (3 Skip Lines)
200-300 FT.
warr | co (57 Skip Lines)
STOP | | SLOW
W20-4
36x36in.
6202 This sign shall be located a Maximum
- 26 1_8 . distance of 500" (12 Skip Lines) past
XIOIN- the work area.
W20-1 W34
36x36 in. 36x36 in.
[
Automated Flagger 950 FT.
B— Device with Stop/Slow (9 Skip Lines)
Panels and Signs
s Work Area
NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME
LANE CLOSURE WITH TWO
AUTOMATED FLAGGER DEVICES
(STOP/SLOW PANELS)

ON

HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C3UH

350 FT.
(9 Ski ﬁ Lines)
See Note 1

350 FT.
(9 Skip Lines)

ll

350 FT.
(9 Skip Lines)

£ 100 FT. Max.
2.5 Skip Lines)

— — — — — — e e e e s e b P m— g S g S e gy g e — i g S — e e e e e e e — —

—
—

e}

Cone spacing not
fo exceed 40 FT.
(1 Skip Line)

BOFT.
(9 Skip lines)

350 FT.
(9 Skip Lines)
See Note 1

NOT TO SCALE

IFB #23113
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Notes:

HIGH SPEED URBAN HIGHWAY
(45-55 mph)

rosdons

1. Short-term stationary is daytime work that occupies a location for more
than 1 hour within a single daylight peried.

2. In urban conditions, advance warning sign spacing may be reducedto a
100 FT. (Min.) in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an uncccupied large dump truck, with the
parking brake set and with the front wheels turned away from the employees
in the work area.

4. There shall be no workers, equipment, or other vehicles in the buffer
space or the roll ahead distance.

5. Any buffer distance provided in advance of the barrier vehicle setup will
add to the safety of the work area. The buffer space is from the end of
the lane taper to the beginning of the work area.

6. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated
work duration is less that 4 hours. If used, State Law sign is to be
placed 300 FT. In advance of the initial warmning sign.

|
>

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required

Speed Limit
(Mph) Buffer Space
45 360’ (9 Skip Lines)
50 425’ (~11 Skip Lines)
X
55 495’ (~13 Skip Lines) ]
This sign shall be located
G20-2  aMaximum distance of 320 FT.
36x18 in. 500' (12 Skip Lines) past (8 Skip Lines)
the work area.
W20-1 W4-2R
36x36 in. 36x36 in.
v
NYWB-33 W20-5R
48x24 in. 36x36 in.
48x24 in.
Arrow Panel
_ {Caution Mode) .
Barrier Vehicle %
== with TMIA WoskAra

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
COPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHDULDE{;! LESS THAN 8 FT.)

N

HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C5UH

100 FT. Max.
2.5 Skip Lines)
” [
oy Spotter
N Recommended
3

Roll Ahead Distance
BOFT.
(2 Skip Lines)
e If Barrier Viehicle
Set-up is used:
Barrier Vehicle
- is Required
= and TMIA
4 Recommended
See Note 5

A 4

Cone spacing not
to exceed 40 FT.
{1 Skip Line)

T -
ry

350 FT.
{9 Skip Lines)

H’

350 FT.
{9 Skip Lines)

See Note 2 for
: Sign Spacing
Cptions

350FT.
(9 Skip Lines)

F

Bl

R

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)

-*
Notes:

1. Short-term stationary is daytime work that occupies a location for more than
1 hour within a single daylight period.

2. Inurban conditions, advance warning sign spacing may be reduced to a 100 FT.

(Min.} in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump truck with the parking
brake set and with the front wheels turned away from the employees in the
work area.

4. There shall be no workers, equipment, or other vehicles in the buffer space or
the roll ahead distance. 7

5. Any buffer distance provided in advance of the barrier vehicle set-up
will add to the safety of the work area. The buffer space is fram the
end of the lane taper to the beginning of the work area.

6. State Law signs (NYRS-11 or NYR9-12) are optional if the
anticipated work duration is less that 4 hours. [f used, State
Law sign is to be placed 300 FT. In advance of the initial
warning sign.

P

Buffer Space (See Table)
OR

Spa{:‘dwl;;mlt Buffer Space

45 360’ (9 Skip Lines)

50 425’ (~11 Skip Lines)

55 495’ (~13 Skip Lines)
G20-2 This sign shall be located a Maximum
36x18 in distance of 500' (12 Skip Lines) past

the work area.

Barrier Vehicle Set-up Required.

»le

660 FT
1. (16 Skip Lines)

1320 FT.
W20-5aR we-2L (32 Skip Lines
36x36 in. 36x36 in. ‘
W20-1 W4-2R
36x36 in. 36x36 in.

{Optional)

- NYW8-33 W1-6L
48x24 in. 48x24 in.
Work Area 660 FT.

(16 Skip Lines)

¢

Amrow Panel
(Caution Mode)

DESEB Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(CURBED OR NO SHOULDER)
ON

HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C6UH

®0 &

i
ry

200 FT. Max.
(5 Skip Lines)
v

Spotter
Recommended

=

3

Cone spacing not
toexceed 40 FT.
{1 Skip Line)

Roll Ahead Distance
80 FT. (2 Skip Lines)

¥ \eh#2

o =
— &

If Barrier \iehicle
Set-up is used:
Barrier Vehicle #1
is Required and
TMIA Recommended.
Barrier Vehicle #2
Recommended and
TMIA is Recommended

See Note 5

660 FT.
(16 Skip Lines)

—®

BEOFT.
(16 Skip Lines)

E

{Optional)

L
350 FT.
(9 Skip Lines)
r ’
3
350 FT.
(9 Skip Lines)
See Note 2
" for spacing
option.
350 FT.
(9 Skip Lines)
r
NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)

Notes:

a location for mere than 1 hour within a single
daylight period.

2. In urban conditiens, advance warning sign spacing
may be reduced toa 100 FT.(Min.) in order to
accommeodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump
truck, with the parking brake set and with the front wheels
turned away from the employees in the work area.

4. There shall be no workers. equipment. or other vehicles
in the buffer space or the roll ahead distance.

5. Any buffer distance provided in advance of the barrier
vehicle will add to the safety of the work area. The buffer
space is is from the end of the lane taper fo the beginning
of the work area.

6. If using BOTH a Barrier vehicle and a Buffer Space,
first place the Barrier Vehicle at the required roll-ahead
distance from the work area, and then provide as much
Buffer Space as practicable.

7. State Law signs (NYR9-11 or NYR9-12) are optional if
the anticipated work duration is less that 4 hours. If used,
State Law sign is to be placed 300 FT. In advance of the
initial warning sign.

s"?#;““ Buffer Space

45 360" (9 Skip Lines)
50 425" (~11 Skip Lines)
55 495" (~13 Skip Lines)

This sign shall be located
- G20-2 a Maximum distance of
36x18in. 500'(12 Skip Lines) past

the work area.

W20-1 W20-5

36x36 in. 3636 in.
[ R4-7
(L) Workaven v 24x30in.
_ Arrow Panel (Caution Mode)
CEEEDB Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

TWO-WAY LEFT TURN LANE CLOSURE
ON

HIGH SPEED URBAN (45-55 mph)
CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C7UH

1. Shortterm stationary is daytime work that occupies ~ See Note 2

(Optional) "

]

Buffer Space (See Table)
See Notes 4,5 &6

»|

Buffer Space (See Table)
SeeNotes 4,586

{Optional)

—)

[ronbYeor]

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

3
300 FT.
(~8 Skip Lines)

A

Barrier Vehicle
and TMIA Required
if Buffer Space
cannot be obtained.

b Roll Ahead

Distance
80 FT.
Ir_(2Sk1p Lines)

]
Spotters
Recommended

L Roll Ahead

A

Barrier \Wehicle
and TMIA Required
if Buffer Space
cannot be obtained.

y
300 FT.
(~8 Skip Lines)

350 FT.
(~9 Skip Lines)
See Note 2

350 FT.
(8 Skip Lines)

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
Notes: (45-55 mph)

1. Shori-term stationary is daytime work that occupies a location for
mare than 1 hour within a single daylight period.
2.In urban conditions, advance warning sign spacing may be reduced
to a 100 FT. (Min.) in order to accommodate side streets and driveways.
3. The barrier vehicle shall be an unoccupied large dump truck with
the parking brake set and with the front wheels turned away from the
employees in the work area.

] B

" 100 FT. Max.
"(2.5 Skip Line)

Spotter

4. There shall be no workers, equipment, or other vehicles in the L

buffer space or the roll ahead distance.
5. Any buffer distance provided in advance of the barrier vehicle set-up

5

Roll Ahead distance
80 FT.
(2 Skip Lines)

Recommended

v  [|f Barrier Vehicle

set-up is used:

Barrier Vehicle
is Required
and TMIA is

Recommended.

3

See Note 5

Cone spacing not
to exceed 40 FT.

¥

will add to the safety of the work area. The buffer space is from the b
end of the lane taper fo the beginning of the work area. E 3
6. State Law signs (NYR9-11 or NYR9-12) are optional if the = &
anticipated work duration is less than 4 hours. If used, State Law j}j E
sign fo be placed 300 FT. in advance of initial waming sign. §g|£
7. Place "ROAD WORK AHEAD" signs on side road 100-200 FT. 2 B
In advance of intersection. L5
£ T
= -
Speed Limit @ E
(Mph) Buffer Space m
45 360° (9 Skip Lines)
50 425’ (~11 Skip Lines)
585 495" (~13 Skip Lines)

- NYWs-33
36x18in.
W4-2R W1-6L
36x36 in. - 48x24 in.
See Note 7
‘ggg; W20-5R
3 . 36x36in. 660 FT.
(16 Skip Lines)

G202  TNissign shall be located a Maximum
distance of 500' (12 Skip Lines) past y

- 36x18 n. the work area. -
Work Area

Amrow Panel
(Caution Mode)

CEEHR Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE THRU INTERSECTION
(CURBED OR NO SHOULDER)
ON
HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY

i
A
1
s
-

1

1

|

|

=' :
|

|
_
;

[

¥
I.
£
|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

il

1

FEBERUARY 2009  TAST-C8UH

{1 Skip Line)

k

See Note 7

350 FT.
(9 Skip Lines)

See Note 2
for spacing
options

350 FT.
(9 Skip Lines)

®

NOT TO SCALE
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FREEWAY OR EXPRESSWAY

Notes:

1. Short-term stationary is daytime work that occupies
a location for more than 1 hour within a single
daylight period.

2. The barrier vehicle shall be an unoccupied large
dump truck with the parking brake set left in low or
reverse gear and with the front wheels turned away
from the employees in the work area.

3. There shall be no workers. equipment. or other
vehicles in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the
barrier vehicle will add to the safety of the work area.

5. State Law signs (NYR9-11 or NYR9-12) are optional
if anticipated work duration is less than 4 hours. If
used, State Law sign to be placed 1000 FT. in advance
of initial warning sign.

This sign shall be located

- G20-2  aMaximum distance of
48x24 in. 500 (12 Skip Lines) past

the work area.

W21-5aR W20-1
48x48 in. 48x48 in.
W21-5 W21-5bR
48x48 in. 48x48 in.

Work Area
_ Arrow Panel

(Caution Mode)
CEEEB Bariier Vehicle with TMIA

N

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
SHOULDER CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)
ON

FREEWAY OR EXPRESSWAY

AUGUST 2008 TAST-E1

\ Spotter
Recommended

L

Roll Ahead Distance
BOFT.

(2 Skip Lines)

_ Barrier Vehicle
Required
T™IA
Recommended

See Note 4

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

r
3

200FT.
(5 Skip Lines)
y

[

500 FT.
(1 Reference Marker)

S500FT.
(1 Reference Marker)

OR

1500 FT.
(3 Reference Markers)

IFB #23113

NOT TO SCALE
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2.

. Any buffer distance provided in advance of the barrier vehicle

(o] 53 B
48x24in. 500’ (12 Skip Lines) past Istance
=

48x24 in.

FREEWAY OR EXPRESSWAY

[ conEons | =
Notes:

1.

Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period.

The barrier vehicle shall be an unoccupied large dump truck with
the parking brake set and with the front wheels tumed away from
the employees in the work area.

. There shall be no workers, equipment, or other vehicles in the

buffer space or the roll ahead distance.

will add fo the safety of the work area. Roll Ahead
. State Law signs (NYR9-11 or NYRS-12) are optional if Distance
anticipated work duration is less than 4 hours. If used, 8? FT—
State Law sign to be placed 1000 FT. in advance of infial (2 Skip Lines)
waming sign. Vehicle #1
Taper and
Speed Len::hs TMIA Required
Limit based on 7
(Mph) Lane Shift
10 | 11°] 12
55 | 550° | 605’ | 660° See Note 4
60 600° | 660° | 720°
65 | 650° | 715'| 760’ -
See Table for

This sign shall be located

a Maximum distance of e Taper

the work area.

W20-1 +
48x48 in. 200 FT.
(5 Skip L|nem}‘r

W4-2R
48x48 in.

W20-5R
48x48 in.

Ly
Work Area

Arrow Panel
{Caution Mode)

m Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)
ON
FREEWAY OR EXPRESSWAY

AUGUST 2008 TAST-E2

TAST-E2
= wonBone
" 100 FT. Max.
"[2.5 Skip Line)

iy
s Spotter

Recommended

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

Vehicle #2 is
Recommended but
not required, and may
be a vehicle other than a

large dump. TMIA is
Recommended
4

OR im
'y
4

4 1000 FT.
(2 Reference Markers)

1500 FT.
(3 Reference Markers)

k
Jle

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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55 | 550° [ 605° | 660" | 75°-110°
600" | 660° | 720" | 80°-120°
65 650" | 715'| 760" | 90°-130°

2

This sign shall be located Sf: Tagle for
- G20-2 a Maximum distance of Dir;etan?ozer
48x24 in. 500" (12 Skip Lines) past
the work area.

3
W20-1 y
, See Table for 4
48x48 in. Shoulder Taper
Distance ¥

W20-5R WA-2R
48x48in. 4848 in.
e
Work Area
_ Arrow Panel
(Caution Mode)
Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

NYW8-33
48x24 in.

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY

M — — —— —— — —— — —— —— S S S B SN e M B . e e S W WS TR T W TN B T M, e s s ow

-

—)
—

AUGUST 2008 TAST-E3

FREEWAY OR EXPRESSWAY | | TAST-E3
PAVED SHOULDER LESS THAN 8 FT. | |
[ o |- | rotom
S =
Notes: o , . 1| — 1100 FT Max.
1. Shori-term stationary is daytime work that occupies a location (2.5 Skip Line)
for more than 1 hour within a single daylight period. | & =
2. The barrier vehicle shall be an unoccupied large dump truck | I L)
with the parking brake set and with the front wheels turned away N Spotter
from the employees in the work area. | ﬁ Recommended
3. There shall be no workers, equipment, or other vehicles in the | —
buffer space or the roll ahead distance. Roll Ahead
4. Any buffer distance provided in advance of the barrier vehicle will | Distance
add to the safety of the work area. | 80FT.
5. State Law signs (NYRO-11 or NYRG-12) are optional if anticipated (2 Skip Lines)
work duration is less than 4 hours. If used, State Law sign to be placed | —
1000 FT. in advance of initial warning sign. | Barrier Vehicle
I And
Taner TMIA Required
e Shoulder ; |
Speed gt Taper 7 Y
Limit hased on based on ‘
(Mph) |__Lane Shift __J ,,\oe) i
10 [ 1] 12 See Note 4

Cone spacing not
to exceed 40 FT.
{1 Skip Line)

i
.
5 aa

'y

1000 FT.
(2 Reference Markers)

1500 FT.
(3 Reference Markers)

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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FREEWAY OR EXPRESSWAY -h- TAST-E4
Notes: Downstream Taper ‘\_l'r, Spotter
1. Short-term stationary is daytime work that occupies 100 FT. Max. Recommended
a location for more than 1 hour within a single daylight ~ Per Travel Lane
period. Required Roll Ahead Distance
2. The barrier vehicle shall be an unoccupied large dump 80 FT.
truck with the parking brake set and with the front wheels (2 Skip Lines)

tumed away from the employees in the work area.
3. There shall be no workers, equipment, or cther vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier

vehicle will add to the safety of the work area. Barrier Vehicle #1 and TMIA
5. State Law signs (NYR9-11 or NYR9-12) are optional Required.
if anticipated work duration is less than 4 hours. [f used, See Note 4 Barrier Viehicle #2 is Required
State Law sign to be placed 1000 FT. in advance of initial and TMIA Recommended.
warning sign. Barrier Vehicle #3 is Recommended
but not Required, and may be a
vehicle other than a large dump.
T See Table for TMIA Recommended.
aper Lane Taper
Speed h':"”g';*n Distance :
(iimh | Lane shif oR (¥
10 | 117 | 12 \
55 | 550" | 605° | 660’ 1
60 | 600° | 660°| 720 1500 FT. 760 FT.
65 | 650° | 715'| 760° (3 Reference Markers) (19 Skip Lines)

Cone spacing
not to exceed

40 FT.
(1 Skip Line)

NYW8-33
48x2in. This sign shall be located

- G20-2 a Maximum distance of

48x24 in. 500" (12 Skip Lines) past

760 FT.
(19 Skip Lines)

the work area.
ool oot (Optional) . - (Optional)
48x48 in. in.
xaeim 48x48 in See Table for
Lane Taper OR
Dista
W20-5aR W4-2R anee ]
. i )
48x48 in. 48x48 in. ; Szfﬂ E.T' ; +
ip Lines
Amrow Panel 4 1000FT.
(Caution Mode) (2 Reference Markers)
Barrier Viehicle |
DEER i rvia Work Area
NYSDOT 1500 FT.
WORK ZONE TRAFFIC CONTROL (3 Reference hriarkers]
SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(PAVED SHDULDIE)FL 8 FT. OR WIDER) 29600 ET.
5 Reference Markers
FREEWAY OR EXPRESSWAY ( )

4

AUGUST 2008 TAST-E4 NOT TO SCALE

IFB #23113
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FREEWAY OR EXPRESSWAY
PAVED SHOULDER LESS THAN 8 FT.

- gy

[
Dowsar T
Notes: Per Travel I?ax. Recommended
1. Short-term stationary is daytime work that occupies erR fave g ne ‘ER I Ahead Dista
a location for more than 1 hour within a single daylight equire 0 gg FTlS nee
period. ol
2. The barrier vehicle shall be an unoccupied large dump ; y  (2Skip Lines)

truck with the parking brake set and with the front wheels
tumed away from the employees in the work area.

3. There shall be no workers. equipment. or other vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier

Barrier Vehicle #1 and TMIA

vehicle will add to the safety of the work area. Required.
5. State Law signs (NYR9-11 or NYR9-12) are optional See Note 4 Barrier Vehicle #2 is Required
if anticipated work duration is less than 4 hours. If used, and TMIA Recommended.

State Law sign fo be placed 1000 FT. in advance of iniial

warning sign.
Taper See Table for
Speed Lengths s'-:-N"tl:ar Lane Taper
Limit lh:m; o | sl Distance -
{Mph} ne -1
w ]z 4'-6" Shift OR m

55 | 550° | 605° | 660° | 75°-110°
60 | 600’ | 660’ | 720’ | 80’-120°

760 FT.
(19 Skip Lines)

1520 FT.
65 | 650° | 715'| 760° | 90°-130° (3 Reference Markers)

Cone spacing
not to exceed

40 FT.
(1 Skip Line)

NYWB8-33
48x24 in.
This sign shall be located

- G20-2 a Maximum distance of

48x24 in. 500" (12 Skip Lines) past Lines)

¢ e

the work area.
Wo-2L (Optional) (Optional)
- W20-1
48xdB in. 48x48in. See Table for
LﬂnetaTaper
istance OR
W20-5aR W4-2R . =
48x48 in. 48x48in. See Table for & =
Shoulctingaper“
_ Amow Panel istance = 4 . 1000 Fr':;. )
(Caution Mode) ( erence Markers)
Barier Vehicle  [7.7.7-
i A W rkA
m with TMIA Ry ork Area :
NYSDOT

1500 FT.

WORK ZONE TRAFFIC CONTROL (3 Reference Markers)

SHORT-TERM STATIONARY
OPERATION INVOLVING

F
h.

RIGHT TWO LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.) 2600 FT
ON (5 Reference Markers)
FREEWAY OR EXPRESSWAY
y
MARCH 2009 TAST-E5

NOT TO SCALE
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FREEWAY OR EXPRESSWAY 1 _._m
Notes: —
1. Short-term stationary is daytime work that occupies 100 FT. Max. 1
a location for more than 1 hour within a single daylight (25 Skip Line)
period. Cone spacing not
2. The barrier vehicle shall be an unoccupied large dump to exceed 40 FT.
fruck with the parking brake set and with the front wheels (1 Skip Line)

turned away from the employees in the work area.
3. There shall be no workers, equipment, or other vehicles

in the buffer space or the roll ahead distance. Spotter AR oll Ahead Distance
4. Any buffer distance provided in advance of the barmier Recommended BOFT.
vehicle will add fo the safety of the work area. + (2 Skip Lines)

5. State Law signs (NYR9-11 or NYR9-12) are opfional
if anticipated work duration is less than 4 hours. If
used, State Law sign to be placed 1000 FT. in advance
of initial warning sign.

Barrier Vehicle
,_2:;:3 Shoulder and
Speed based on Taper TMIA Required See Note 4
Limit based on
(Mph) | ___Lane Shift | \"e g g

10 | 11| 12
55 | 550" | 605’ | 660° | 75°-110°
60 | 600° | 660° | 720" | 80°-120°
65 | 650’ | 715'| 7600 | 90°-130°

See Table for
Lane Taper
Distance

This sign shall be located
G20-2  aMaximum distance of
48x24 in. 500" (12 Skip Lines) past

the work area.
48):24 in.

W20-5L ’ W4-2L

Y

1 See Table for
Shoulder Taper
¢ Distance

W20-1
48x48 in. 1000 FT.

(2 Reference
Markers)

A8%48 in. 48x48in.

” Work Area

Arrow Panel
(Caution Mode)

CIEEER  Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

1500 FT.
(3 Reference Markers)

2600 FT.

SHORT-TERM STATIONARY (5 Reference Markers)

OPERATION INVOLVING
LEFT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY

b
B

)

AUGUST 2008 TAST-E6 NOT TO SCALE
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FREEWAY OR EXPRESSWAY

Notes:

1. Short-term stationary is daytime work that occupies
a location for more than 1 hour within a single daylight
period.

2. The barier vehicle shall be an unoccupied large dump
fruck with the parking brake set and with the front wheels
turned away from the employees in the work area.

3. There shall be no workers, equipment. or other vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

LEFT TWO LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY

AUGUST 2008

TAST-E7

mion

Spotter
Recommended

B .-

b,

|

vehicle will add fo the safefy of the work area. Barrier

5. State Law signs (NYR9-11 or NYR9-12) are optional Vehicle#2 &,
if anticipated work duration is less than 4 hours. If Required S| B
used, State Law sign to be placed 1000 FT. in advance and TMIA g Dis
of initial waming sign. Recommended ©?

NYW8-33 *
48x24 in. 1500 FT.
(3 Reference Markers)
This sign shall be located
- G202 a Maximum distance of
48x24in. 500" (12 Skip Lines) past
the work area.
W9-2R W20-1
48x48 in. 48x48 in.
(Optional) e
W20-5aL Wa-2L .
48x48 in. 48x48in. i OR ;
Work Area r 8
1000 FT.
Arrow Panel {2 Reference Markers)
(Caution Mode)
Barrier Vehicle with TMIA .
NYSDOT

k

k

®ée

e

"Roll Ahead Distance
80FT.

#1

v (2 Skip Lines)

Barrier Vehicle #1
and
TMIA Required
Cone spacing
not fo exceed
0FT.

4 .
3 (1 Skip Line)
T20FT.
(18 Skip Lines)

i

i

[

750 FT.
(19 Skip Lines)

‘

750 FT.
(19 Skip Lines)

U

=

- ’ (Optional)

T20 FT.
(18 Skip Lines)

A

X200 FT.
w (5 Skip Lines)

-

1500 FT.
(3 Reference Markers)

J-_‘L’
-

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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